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Water- reducing and retarding concrete admixture

Description How to use
Dosage:
0.2 – 0.8 % by weight of cement .
Actual dosage rate required depends on  :
• Effect needed 
• Quality of cement and aggregates
• Water : cement ratio.
• Temperature.
In many cases it is advisable to carry out 
trial mixes to establish the exact rate 
required.
KEMFLOW X–R17 is compatible with all 
types of Portland cement including S.R.C.
Direction for Use:
KEMFLOW X-R17 should be added to the 
gauged water, but never to the dry 
aggregate or cement. Reduction of water is 
higher if the admixture is added to the 
concrete after 60-75% of the mixing water 
has been added
Packaging:
Available in 25 kg. pails or 220 kg. drums.
Storage:
Up to two years when stored in accordance 
with manufacturer instructions.

KEMFLOW X-R17 is a liquid set retarding 
concrete admixture with a powerful 
plasticizer effect.  Substantial water 
reduction can be achieved without loss of 
workability.  Complies with A.S.T.M.   C 
494-81 Types A & D. 

KEMFLOW X-R17  provides the following 
properties :
• Long-lasting control of slump loss at high 
temperature.
• Improved workability without increased 
water content.
• Increased strengths, reducing shrinkage 
and creep.  Improved surface finish.
• Reduced water up to 12% without loss of 
workability.
• Chloride free.

Advantages

KEMFLOW X-R17 is used where high 
quality concrete is required in difficult 
conditions, such as;
• High concrete temperatures.
• Fair faced concrete.
• Difficult placing conditions.
• Long transport distances.
• KEMFLOW X-R17 should be added to the 
mixing water and never add to the dry 
aggregate or cement. The plasticizing effect 
and water reduction is higher if the 
admixture is added to the concrete after the 
addition of 60-75% of the mixing water has 
been added.

Where to use 
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Technical data

Special organic agents
Brown
1.17 ±0.005

Type 
Colour
Specific gravity

Health and Safety
• Use gloves to avoid contact with skin.
• If skin comes in contact, wash immediately 
with soap and water.
• Do not use solvents.
• Eye contamination must be immediately 
washed with water, then seek medical 

Additional Information
PROKEM provides the construction 
industry with a comprehensive range of 
construction kemicals and specialty 
products answering the queries of modern 
engineers for trouble free durable structure.
PROKEM designs tailor made products 
should there be critical application that 
requires specific properties rather than our 
main range.
For our customer's satisfaction, PROKEM 
extends technical services to include after 
sales support to assist users in a proper 
handling of our products.


