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In/out Doors Hand plaster Plasticizer

Description
KEMPROOF A is a normal plasticizer for in 
and out doors cementitious hand plaster. 
Used as a lime replacer reduce the amount 
of water to achieve the required workability. 

KEMPROOF A has the following advantages: 
• Economic. 
• Improves the workability and trowelling 
properties of cementitious mortar without 
exceeding the quantity of water or cement.
• Reduces shrinkage and minimizes cracks.
• Reduces bleeding and segregation.
• Eliminates the use of lime in the mortar 
mix.
• Saves 10-20% of required cement.
• Complies with all kind of cement and other 
types of admixtures.

Advantages

KEMPROOF A is used: 
- In hot weather areas.
- When the plaster exposed or facing the 
sea.
- Where the high quality plaster is needed

Where to use 

KEMPROOF A (1 OF 1)

How to use
KEMPROOF A may be added directly to the 
cement-sand mortar mix or - where more 
convenient- may be premixed with gauging 
water.

Properties

1.05 at 25o C
 brown
100-250 gm/50 kg.
cement
Nil

Specific gravity
Colour
Dosage 

Chlorides content

Additional Information

Health and Safety

PROKEM provides the construction 
industry with a comprehensive range of 
construction chemicals and specialty 
products answering the queries of modern 
engineers for trouble free durable structure.
PROKEM designs tailor made products 
should there be critical application that 
requires specific properties rather than our 
main range.
For our customer's satisfaction, PROKEM 
extends technical services to include after 
sales support to assist users in a proper 
handling of our products.

• Use goggles, Gloves and breathing mask 
when applying.
• Applied forced ventilation in confined 
spaces.
• Skin splashes to be removed with hand 
cleaner, soap and water.
• Eye splashes to be washed with plenty of 
water.
• If ingested seek medical advice.

Packaging:    
20kg. Pail - 220 kg. Drum

Storage:      
12 month if the storage conditions are 
recommended.


