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Anti Corrosive, protective, Bonding & Repair Epoxy–Cement Mortar

• Excellent adhesion to concrete substrates.
• Materials are prepacked in convenient and 
easy to handle size, requiring only mixing 
on site.
• Applied on damp or dry surfaces.
• High abrasion resistance.
• Very high resistance to UV rays and sea 
water.
• Corrosion inhibitive accelerates 
re-passivation of steel and provides a dense 
high alkaline protective structural repair.
• Economical (Epoxy- Cementitious) repair 
mortar/ protective coating.

The main field of application is sealing & 
priming coats and adhesion promoter on 
problematic concrete substrates subjected 
to extreme wetness (green concrete)

Technical Information for Mortar

Properties

Advantages

Where to use 

How to useDescription
Surface Preparation
All grease, oil, chemical contamination, 
laitance and loose concrete or rust must be 
removed. Substrate must be structurally 
sound .It may be applied to green and moist 
concrete 
Wash with water jet in case of heavy dirts.
Steel surfaces must be clean, free from oil, 
grease, rust and mill scale.

Mixing
Mix well the pre-weighted packs to produce 
a mortar suitable for repair mortar.
You have to use the final mixture within the 
pot life which is one hour at 25 OC.
Mixing ratio: Binder: Filler as (1:4) PBW 
when used for rebar /protective coating

Application:
The mortar should be applied to a 
preferably primed surface with a wood float 
pressing firmly into place to ensure positive 
adhesion.
The surface may be closed using a steel 
trowel. 
When used as Anti corrosive coating for 
rebar protection or protective coating for 
concrete surface, apply 1-2 coats 
depending on requirements by brush or 
spray gun

Cleaning
Tools and equipment to be cleaned with 
special solvent immediately after use.
Theoretical Coverage
2 kg/m2 /1mm thickness

Packaging:
Total weight 5, 10, 25 kg (3 components).

Storage:
CORROBOND 100 has a shelf life of 6 
months if kept in original, undamaged 
packaging in a dry warehouse.

CORROBOND 100 is a unique combination 
of epoxy resin and selected cement / sand 
mixture, premixed and prepacked to 
produce  a  mortar  suitable  for vertical and 
horizontal repairs, bonding of old to new 
concrete and as anti-corrosion coating for 
rebar protection and concrete surface 
protection. 
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Light grey
90  minutes
2 kg /L. ± 0.1
2 days

Colour
Pot life at 230C
Density at 230C
Curing time at 230C

Mechanical Properties


