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Depth indicator for carbonation of concrete

Stability 
Concentration 
Ph – value
Colour change
         No color 
    Deep purple   

A very stable mixture
0.78 kg/dm3 

Ph 9.5 to 10

Concrete bad
Concrete good
                       

To determine the depth of carbonation of 
concrete.  Color change will be produced at 
pH value of 9.5 to 10 corresponding to the 
minimal alkalinity necessary for the 
passivation of steel reinforcement.                        

Precautions 

Properties 

Where to use 

How to use

Description

PROKEM provides the construction 
industry with a comprehensive range of 
construction chemicals and specialty 
products answering the queries of modern 
engineers for trouble free durable structure. 
PROKEM designs tailor made products 
should there be critical application that 
requires specific properties rather than our 
main range. For our customer's satisfaction, 
PROKEM extends technical services to 
include after sales support to assist users in 
a proper handling of our products.

• Use gloves when handling chemical 
products.
• Apply forced ventilation in confined 
spaces.
• Eye splashes to be wasted with plenty of 
water.
• If ingested seek medical advice.

Highly flammable.  Keep away from 
incandescent lightning naked flames, ect.

CARBO-IND is an indicator mix based on 
ethanol with a changed threshold of pH : 9.5 
to 10.
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Preparation :
The concrete must contain sufficient water 
to permit determination of carbonation.
Always spray the indicator onto a freshly 
roughened surface.

Application 
Spray the indicator onto a freshly 
roughened surface.  Areas which are not 
corroded or carbonated take on a deep 
purple tint instantly.
Corroded or carbonated areas will remain 
colorless .

Packaging :
Glass bottle with spray.

Additional Information

Health and Safety


