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KEMPLUG L

Quick setting waterproofing liquid

Description

KEMPLUG L is ready to use, liquid
waterproofing compound when mixed with

cement it set rapidly to stop water leakage
Where to use

In emergency plugging of water leakage.
*To anchor bolts and other accessories that
require immediate set.

*In emergency repairs of broken water
pipes .
Advantages

*Easy to use.
-Immediate stopping for water leakage.
*Non shrink .

*Non toxic.

*Excellent adhesion

to concrete and

Properties
Physical Properties:

Form viscous

Color clear
Density 1.1 £0.150gm /cc

PH value 12

*Clean and roughen concrete substrates.
*Remove loose particles.

*Add the fresh Portland cement to the
material in clean container and mix to a
paste consistency

*Plug with KEMPLUGE L mixed with cement
(setting time 2-3 min).

*Mix quickly and thoroughly

*Mixing ratio of [ cement : KEMPLUG] as

[ 3:1] pbw

*Apply a water proofing slurry coats
(kemseal ) to the surrounding areas .

Theoretical Coverage:

600cm3 /kg

Packaging:

2kg pails, 200 kg drum

Shelf life &Storage:

shelf life is 12 months if kept unopened.
Once opened, use as soon as possible to
avoid air setting.
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SPECIALITY CHEMICALS

Health and Safety

*Use gloves when handling chemical
products.

*Apply forced ventilation in confined spaces.
» Eye splashes to be wasted with plenty of
water.

* If ingested seek medical advice. b

Additional Information

PROKEM provides the construction
industry with a comprehensive range of
construction chemicals and specialty
products answering the queries of modern
engineers for trouble free durable structure.
PROKEM designs tailor made products
should there be critical application that
requires specific properties rather than our
main range. For our customer's satisfaction,
PROKEM extends technical services to
include after sales support to assist users in
a proper handling of our products.
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