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PROKEM provides the construction 
industry with a comprehensive range of 
construction chemicals and specialty 
products answering the queries of modern 
engineers for trouble free durable structure.
PROKEM designs tailor made products 
should there be critical application that 
requires specific properties rather than our 
main range.
For our customers satisfaction, PROKEM 
extends technical services to include after 
sales support to assist users in a proper 
handling of our products.

Theoretical Coverage:                                                                             
 Sealer     
•Use SEALER E115 as a Sealer coat @  
0.2 – 0.3 kg/m2  (depending on substrate 
condition)
•Use SEALER E43   as a Sealer coat @  
0.2 – 0.3 kg/m2  (for smooth substrate)
•Use WETSEAL       as a Sealer coat @  
0.2 – 0.3 kg/m2  (for wet and green 
concrete)
1st step   Primer & Bonding Agents   
Use KEMFLOOR E81 as a primer & 
bonding agent @ 0.3– 0.4 kg/m2  
(depending on substrate condition)
2nd step   Mortar screed 
KEMFLOOR MS E81
(A+B+C) 11-18 kg/m2/5-8mm thick
3rd step   Sealing and Top coat 
KEMFLOOR E81
 (A+B)   0.5 - 0.6 kg/m2/0.3 – 0.4 mm thick
Cleaning:
Cleaning all tools and equipment 
immediately after use with prokem special 
solvent .
Packaging:
Part (A+B): 5   kg pails.
Part C    : 30 kg sacks.
Storage :
KEMFLOOR MS E81 has a shelf life of 12 
months if kept in its original packing in a dry 
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Additional Information

•Use gloves and a breathing mask when 
applying.
•Apply forced ventilation in confined spaces.
•Skin splashes to be removed with hand 
cleanser, soap and water.
• Eye splashes to be removed with plenty of 
water.If ingested seek medical advice.

Health and Safety


