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KEMFLOOR NOVOLAC
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Heavy Duty, Super Chemical Resistant Novolac Epoxy Coating

Description
Surface preparation:
All concrete Surfaces must be clean, sound, 
dry, free of dust laitance and unsound 
concrete and of oil, grease and mould.
All dust and debris should be removed prior 
to applying coat. Steel surfaces should be 
degreased and blasted to Sa 2½ 
immediately prior to application.
Mixing:
Stir the contents of each component in its 
pack. Add part A (hardener) into part B 
(resin) container and mix for 2-3 minutes 
with a low speed drill. 
Mixing ratio (A:B) (hardener : resin) : 
(7.3:1)  PBW 
Application:
•Pour the coating in a narrow line directly 
onto the concrete surface.
• Spread the coating with a squeegee. 
•Spread the coating in a continuous manner 
from one side of the area being coated to 
the other.
•Immediately follow with a nap shed 
resistance roller. 
•The floor coating must be rolled as evenly 
as possible. 
Limitations:
•Avoid excess agitation of the coating with 
the roller to avoid air bubbles.
• For interior use only.
•New concrete must cure for at least 30 
days at 21°C.
•Do not use when  humidity exceeds 75% 
indoors.   
Theoretical Coverage:                                                                             
1st step: Epoxy Primer 0.15 – 0.2 kg/m2   
(depending on substrate condition)
2nd step: Novolac epoxy floor coating  0.25 
kg/m2 at D.F.T 200 microns 
Cleaning:
Cleaning all tools and equipment 
immediately after use with prokem special 
solvent .
Packaging:
Part (A+B) : 1, 5 kg pails.
Storage :
KEMFLOOR NOVOLAC has a shelf life of 
12 months if kept in original packing in a dry 
condition .

KEMFLOOR NOVOLAC is a solvent free 2 
pack components novolac epoxy coating, 
for an extremely high strength and 
exceptional chemical resistance floor 
topping.
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How to use

• Solvent - free , no fire risk .
• Excellent  adhesion to concrete and steel 
substrate .
• Anti – slip, anti – skid finish.
• High mechanical strengths.
• High resistance to abrasion.
• High chemical resistance. 
• Good UV resistance.

A heavy duty novolac epoxy coating for 
dairies, food processing and soft drinks 
factories, hospitals and pharmaceutical 
industry, chemical industry, power stations, 
battery rooms, heavy engineering plant 
workshops and oil refineries.

Advantages

Where to use 

Properties
Natural white, grey 
and others
100 %
1.1±0.2
PROKEM chemical 
resistance tables.

40 – 50  N/mm2

30 – 35  N/mm2

2.5 N.m
7 N/mm²
25 mins (reduced at 
higher temperatures)
6 – 8 hrs.
7 days.
+ 82
0.08 g

Colour

Solids by volume
Specific gravity
Chemical resistance

T e c h n i c a l 
i n f o r m a t i o n ( a t 
23ºC/after 7 days)
Compressive strength 
Flexural strength
Impact
Tensile strength
Pot life 

Time to recoat 
Fully cured
Hardness (Shore D)
Abrasion resistance


