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Two components solvent containing – epoxy penetrating, 
dust proofing sealer and surface hardener for concrete and cement based floors

•Easy to use extended pot life.
•Strengthening the topmost concrete layer 
thus improving the abrasion resistance.
•Totally seals the concrete surfaces and 
prevent penetration of oils and grease.
•Increase chemical resistance of the 
concrete surfaces.

As a clear epoxy sealer which impregnates 
the superficial layer of concrete to provide 
a dust proof and more easily cleaned 
surface with resistance to penetration of 
oils and liquids. Ideal for warehouse, indoor 
car parks, light industrial buildings, air craft 
hangers, also suitable for out door surfaces

Advantages

Where to use 

Description •Mixing to be carried out using a slow speed 
mixer with a maximum speed of 300 rpm. 
fitted with an appropriate paddle for 2-3 
mins.
•The first application should always be 
carried out by brush to achieve perfect 
wetting.
•Mixing ratio   (2 : 1) by wt.
•The second coat may be applied by roller.
•Avoid puddles.  
Cleaning :
Tools and equipment must be cleaned with 
solvent immediately after use .
Theoretical Coverage:
200-300 gm/m2  ( depending on porosity of 
concrete substrate.)
Packaging:
1,5 kg pack (A+B)
Storage:
KEMFLOR SEALER E115 has a shelf life of 
12 months if kept in original packs in a dry 
condition.

SEALER E115 is a solvent containing two 
packs epoxy floor sealer. It penetrates the 
surfaces to bind the particles together and 
produce a harder wearing surface
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Properties
Transparent 
128 ± 2 %  by volume
0.89 ± 0.04
20 sec (no 4 flow cup 
DIN 532)
42o C
 Airless, roller,     brush 
for smaller areas
16 hours
24 hours.
7 days

Color
Solids content
Sp. Gr.
Viscosity

Flash point
Application methods

Pot life at 23�C
Dry to recoat
Fully cured

Precautions
•The substrate temperature should be 
minimum 3� C above the dew point of the 
air.
•Measure the temperature and relative 
humidity in the vicinity of the substrate.
•The temperature of the surface should be a 
min. 10� C as the curing process at lower 
temperature will be considerably retarded.
•KEMFLOR SEALER E 115 should not be 
exposed to water chemicals or mechanical 
stress before it is fully cured.

How to use
•Surface preparation:
•Surfaces must be clean and free from dust, 
laitance and weak concrete.
•Surfaces must be free from oil, grease and 
mould.
Mixing and application
•Stir the contents of the resin and hardener 
before mixing, add the hardener to the resin 
and mix until a uniform consistency is 
obtained. 


