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A specially developed epoxy primer & sealer for wet and high humid application areas

•Excellent adhesion to wet concrete
•Very good film surfaces
•Solvent free
•Strengthening the top most concrete layer 
thus improving the abrasion resistance
•Totally seal the concrete surfaces

The main field of application is sealing & 
priming and adhesion promoter on 
problematic concrete substrates subjected 
to extreme wetness (green concrete)

Advantages

Where to use 

Description  •Mixing to be carried out using a slow 
speed mixer with a maximum speed of 300 
rpm fitted with an appropriate paddle
•Mixing ratio   (1.67 : 1) by wt.
•Pour the material on to the surface.
•Apply evenly with brush or roller  
Cleaning :
Clean all tools with solvent immediately 
after use 
Theoretical Coverage :
200-300 gm/m2 depending on the porosity 
of concrete substrate 
Packaging:
1,5 kg pack [A + B]
Storage :
shelf life is 12 month in unopened 
containers at dry condition

WETSEAL is a solvent free two packs 
epoxy sealer & primer specially formulated 
to be used for wet and high humid 
applications..
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How to use

Properties
1.08 ± 0.04
100%
40 min
100 oC

airless , roller ,brush
24 hrs
24 hrs
7 days

Specific gravity

Solid content

Pot life at 23oC

Flash point 

Application method 

Dry to touch

Dry to recoat

Fully cured

Surface preparation:
•Concrete substrate should be clean, sound 
and free from loose particles.
•Surface should be free from oil, grease and 
mould.
Please refer to PROKEM technical office for 
further details on surface preparation and 
application procedure.
Mixing:
•Stir the contents of the resin and hardener 
until homogenous then add the hardener to 
the resin and mix until a uniform 
consistency is obtained.

Health and Safety

PROKEM provides the construction 
industry with a comprehensive range of 
construction chemicals and specialty 
products answering the queries of modern 
engineers for trouble free durable structure.
PROKEM designs tailor made products 
should there be critical application that 
requires specific properties rather than our 
main range.
For our customer's satisfaction, PROKEM 
extends technical services to include after 
sales support to assist users in a proper 
handling of our products.

This product is of low toxicity but normal 
precautions should be observed.  Wear 
gloves, and if working overhead or spraying, 
wear goggles.  Wash off any skin splashes 
with soap and water.  Irrigating the eye with 
an eye bathing solution should treat eye 
contamination.  Ensure adequate ventilation 
in confined spaces and use breathing aids.  
If ingested, drink milk or water and seek 
medical attention.

Additional Information


